
 

DOOR TO DOOR  DISPENSER OF FUEL 
                   MD25/NP 

        
PESO APPROVED  
W&M APPROVED   

EAST-MAN  Mobile Fuel Dispenser  is self contained, demountable type which has been 
designed to meet the needs of fuel distributors who’s customers require  ‘Accurate 
Metered’ DOOR TO DOOR deliveries of fuel into plant equipment, building sites, mining 
sites, generators, boats, hotels, green houses etc. 

Key Features: 

• 12V DC Supply 

• Accuracy ±0.1% 

• Repeatability  ±0.02% 

• Flow Rate 1-90 LPM 

• Non-Openable Self Destructive Pulsar 

• Positive Displacement Flow Meter 

• ON/OFF Key Switch 

• 3-Display LCD 

• Vibration Proof (In compliance with Vibration Tests) 

• Emergency Switch  

• Non-Reversible LCD Totaliser (7 digit- Self Powered) 

• PRESET by PRICE or VOLUME 

• Can change the Unit Price.                                                                       

• Instant Receipt/Ticket Printer      

• Can Enter the Vehicle Number (last 6 numeric digits) in Print Receipt. 

• Auto shut Nozzle 1” with Z- Type Swivel Joint + Breakaway  

• Fully Removable Front & Rear doors 

• Easy Accessible Inlet/Outlet connections 

• MADE IN INDIA 

For Continuous Development & Improvement, the Right is reserved to vary and modify any specification without any prior Notice. 
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Technical Specifications


OPTIONAL : EAST- MAN PTO OPERATED INTERNAL ROTARY GEAR PUMP WITH FITTINGS & 
ACCESSORIES, SUCTION FILTER, HOSE REEL 1” X 10 MTR AUTO REWIND. 

EASTERN AUTOMOTIVE MACHINE TOOLS PVT. LTD. 

1243 & 1215, M.I.E. Part-B, Bahadurgarh-124507 (Haryana) INDIA	 Email: info@eastmanmeters.com

Tel: +91-9953298110, 9999602215	 	 	 	 	 Web: www.eastmanmeters.com 

For Continuous Development & Improvement, the Right is reserved to vary and modify any specification without any prior Notice

Model MD25/NP

Applicative Range Diesel, biodiesel, kerosene, any other non-corrosive 
petroleum oil/liquids

Flow Rate 1-90 LPM

Accuracy ±0.1%

Inlet 1” BSP

Outlet 1” BSP

Totaliser 9999999 (Non-Reversible LCD Totaliser)

Max. pressure 3.5 BAR

Temperature Range -25 to 55 deg C

Meter Reciprocating Type PD Meter

Display Electronic 3-Display LCD 

999999.99 (SALE)

999999.99 (LITRE)

9999.99 (PRICE)

Calibration E-calibration OTP PROTECTED

Automation Interface RS-485, RS-232, USB

Least Count 10ml

Dimensions 460 x 460 x 1000 mm

Weight 70 Kg (approx.)

Approvals PESO, W&M

Packaging Corrugated Box Pallet Packaging
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